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Description 

The ComEx are either single, double or triple control and/or indicating display stations.  The three 
standard thermoplastic enclosures, single (07-3511-* and 07-3514-*), double (07-3512-* and 07-3515-*) 
and triple (07-3513-* and 07-3516-*) can be combined with various separately certified actuators, switch 
modules and luminous modules.  The control and display stations may be optionally provided with cable 
glands and blanking elements, as well as an earthing plate. 

Ratings: 

Increased safety types 

Type  07-3511- 07-3512- 07-3513- 

Rated insulation 
voltage 

690 V 690 V 690 V 

Rated voltage, Max. 400 V 400 V 400 V 

Rated current, Max. Note: Allowable maximum voltages, currents and ambient may be higher or 
lower dependant on enclosure size and components fitted, see instructions 
for specific details 

At Ta 40ºC 16 A 16 A Up to 20A 

At Ta 60ºC 11A 11A Up to 14A 

Intrinsic safety types 

Type  07-3514- 07-3515- 07-3516- 

Ui 30V 30V 30V 

Ii 150mA 150mA 150mA 

Pi 1W 1W 1W 

Series type reference: 

07 - 3 5 1 * - * * * * * * * * * * * 

A - B C D E - F G H I J K L M N O P 
 

Type 
reference 
Prefix 

Code for Variation 
Prefix  

Description  

A Basic designation 07 Common code number 

B,C Product sector 35  
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Type 
reference 
Prefix 

Code for Variation 
Prefix  

Description  

D Enclosure material 1 Plastic material 

E Enclosure size 1 88mm 

2 130mm 

3 176mm 

4 88mm  Ex i 

5 130mm  Ex i 

6 176mm  Ex i 

F Cable gland, top of 
enclosure (Side B) 

0 Without 

1 One, M20, plastic 

2 One, M25, plastic 

3 Two, M20, plastic 

4 One, M20, plastic 
one, M20, blanking element 

5 One, M20, metal 

6 One, M25, metal 

7 Two, M20, metal 

8 One, M20, metal 
one, M20, blanking element 

9 Special: 
1 x <M32 or  

2 x < and  
1 x <M16 or 

2 x <M20 or 
3 x <M16 

G Cable gland, bottom of 
enclosure (Side A) 

0 Without 

1 One, M20, plastic 

2 One, M25, plastic 

3 Two, M20, plastic 

4 One, M20, plastic 
one, M20, blanking element 

5 One, M20, metal 

6 One, M25, metal 
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Type 
reference 
Prefix 

Code for Variation 
Prefix  

Description  

7 Two, M20, metal 

8 One, M20, metal 
one, M20, blanking element 

9 Special: 
1 x <M32 or  

2 x < and 1 x 
<M16 or 

2 x <M20 or 
3 x <M16 

H  P 

 

H  P 
Cont.. 

Applications Variants with separately certified operators and modules 

H - J For use with all enclosure type/sizes 

K - M For use with 07-3512, 07-3513, 07-3515 and  
07-3516 type/sizes only 

N - P For use with 07-3513 and 07-3516 type/sizes only 

H, I 
K, L 
N, O 

Operators 00 Without operator 

B1 Blanking plug (05-0003-0019/****) 

D* Potentiometer (05-0003-0076/****) 

E* Lock types  
(05-0003-0077/**** to 05-0003-0080/****) 

H* Position Selector Types 
(05-0003-0020/**** to 05-0003-0021/****) 

K* Lock type  (05-0003-0012/****) 

L* Lamp module types 
(05-0003-0013/**** to 05-0003-0017/****) 

N* Emergency button type (05-0003-0008/****) 

P* Push button types  
(05-0003-0007/****, 05-0003-0018/****,  
05-0003-0075/**** and 05-0003-0082/****) 

S* Position Selector types 
(05-0003-0009/****, 05-0003-0011/****,  
05-0003-0071/**** and 05-0003-0073/****) 

T* Laminated Push Button types 
(05-0003-0065/**** to 05-0003-0069/****) 
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Type 
reference 
Prefix 

Code for Variation 
Prefix  

Description  

J, M, P Modules 1 
2 
4 

Switchmodule 2 NC 
Switchmodule 2 NO 
Switchmodule 1 NC / 1NO or Control 
switching unit 1 k  (dependant on operator 
type) 

5 
6 
7 

Control switching unit 2,2  
Control switching unit 4.7 k
block 
Control switching unit 10 k  

R 
G 
Y 
W 
B 
 
A 

Lampmodule red 
Lampmodule green 
Lampmodule yellow 
Lampmodule white 
Lampmodule blue or Illuminated push button 
module 1 NO (depends on operator type) 
Illuminated push button module 1 NC  

H  J 

+ 

K - M 

Operator (Control Switch) G** Position Selector type (05-0003-0062/****) 

Control switch module A** 
B** 
C** 
etc 

Control switch module 

* Counting number without influence to the model reference code 

Conditions of Manufacture 

a. The product incorporates certified parts or safety critical components. The manufacturer shall 
ensure that any changes to those parts or components do not affect the compliance of the certified 
product that is the subject of this certificate.  A copy of the certification for the components fitted 
shall be provided to the end user. 

b. When limited components are provided for applications other than the Ex d e ia IIC T6 Gb 
versions, the user shall be provided with the appropriate limitation information for these 
components 

Conditions of Certification  

a. When equipment is marked  the circuits are separate intrinsically safe circuits and shall 
be  outputs. 


